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This simple module does not sense target DLP2232M U2
supply voltage. One could add 74HC125 for CONN1
level translation. _1 [simwuB ADBUSO/TCK/SK | 40 TCK 1 TCK
. _2 |BCBUS3 ADBUSL/TDIIDU | 39 TDI TDI
Operation of FT2232 at 2.5V 10 voltage 2
. " _3 |BcBus2 ADBUS2/TDO/D1 | 38 TDO 3 TDO
is out of spec of 3.0 V minimum. However ] 7
experimental setup works fine at 6 MHz. ——BCBUSL ADBUSS/TMSICS TS 4 ™S
_5 |BCBUSO ADBUS4/GPIOLO | 36 5 GND
_6 [BDBUS? ADBUS5/GPIOLL| 35 6 VvCC
_7 |BDBUS6 ADBUS6/GPIOL2 | 34 1
_8 |BDBUSS ADBUS7/GPIOL3 | 33
_9 [BDBUS4 ACBUSO/GPIOHO | 32
10 [BDBUS3 ACBUS1/GPIOH1 | 31
11 [BpBUS2 ACBUS2/GPIOH2 | 30
12 |gpBUS1 ACBUS3/GPIOH3 | 29
13 [BDBUSO SIMWUA | 28
14 |GND RSTIN| 27
| [ 15 [GND RSTOUT| 26
, 16 |vcesw GND| 25
D1 LM1084 U1 17 |vccioB GND| 24
X 18 |vccloa GND| 23
3 | vin vout | 2 19 |exTvee GND| 22
20 21 =+
R2 Adjust 20 {poRTVCC vccusB | 2L
196 1
R1 121
>
R3 R2
196 121 -
1tc
2 10 uF
Install jumper J1 for 2.5 V JTAG I/O 2 I ~
Install jumper J2 for 3.3 V JTAG I/O
1 USB-to-JTAG cable based on DLP2232M module
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